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WH-P149
BATTERY GROUND CABLE

F-01201S-1
BATTERY BOX ANGLE

WH-P154
STARTER TO MASTER
RELAY CABLE

ES DIODE MASTER
MASTER RELAY PROTECTION

ES-ETX900
EARTHX BATTERY

(OR ES PC680
ODYSSEY BATTERY)

WH-P151-1
ENGINE GROUND CABLE

WH-P150
BATTERY POWER CABLE

992 818
ROTAX STARTER

RELAY ASSEMBLY

ES 24115
MASTER RELAY
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Step 2: (ES PC680 only) Trim the F-01201S-1 and
install the VA-204 Seal Strips per the callouts in Figure
2. Scuff and clean the aluminum surface for better seal
adhesion.

Step 3: (ETX900 only) Trim and install the VA-204 Seal
Strip per the callout in Figure 3. Scuff and clean the
aluminum surface for better seal adhesion.

NOTE: The Main Wiring Harness is provided in the
Avionics Kit.

Step 4: (All) Install the wire harnesses per the callouts
in Figure 4.

FIGURE 2: F-01201S-1 (ES PC680)

FIGURE 1: INSTALLING RELAYS
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FIGURE 4: INSTALLING CABLES
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NOTE: Check each step for applicability to the battery being installed (EarthX ETX900 vs. Odyssey
PC680).

Step 1: (All) Install the ES 24115 and 992 818 to the F-01201A-1 Firewall Top using the hardware callouts
in Figure 1.

FIGURE 3: F-01201S-1 (ES ETX900)
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FIGURE 4:
BATTERY INSTALLATION (ES-ETX900)

SEAL-00003
6 in. [152.4 mm] W/ BEVEL AT TOP

WARNING: To prevent inadvertent electrical shorts, the negative
battery cable should be left unattached until ready for use.

Step 1: (All) Make four 3 in. [76.2 mm] long F-1257B Battery Anti-Chafe
Strips from MS21266-1N Grommet. Secure the F-1257B to the right two
F-01257-1 Rudder Pedal Support Channels with a small smear of RTV
or Fuel Tank Sealant in the positions shown in Figure 1.

Step 2: (All) Apply UHMW tape to the forward face of the lower
F-01201F-1 Battery Box Spacer as shown in Figure 1.

Step 3: (ES PC680 Only) Attach a piece of VA-204 Seal Strip to the aft
flange of the lower F-01201G-1 Battery Box Brace. See Figure 2.

Step 4: (ES PC680 Only) Install the ES PC680 Odyssey Battery and the
F-01201S-1 Battery Box Angle using the hardware shown in Figure 2.

Step 5: (ES-ETX900 Only) Apply UHMW tape to the aft face of the
lower F-01201G-1. See Figure 4.

Step 6: (ES-ETX900 Only) Cut and install the SEAL-00003 Spacers
shown in Figure 3. Scuff and clean the battery box surface for better
seal adhesion.

Step 7: (ES-ETX900 Only) Install the ES-ETX900 EarthX Battery
and the F-01201S-1 using the hardware
shown in Figure 4.

F-01201S-1

AN3-4A
NAS1149F0332P

2XES PC680

FIGURE 2:
BATTERY INSTALLATION (ES PC680)

FIGURE 3: SPACER INSTALLATION (ES-ETX900)
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FIGURE 1:
F-1257B INSTALLATION (ALL)
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